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SPECIFICATIONS:

- Standard . IEC 44-1, BS7626
» Rated Voltage . 720Vac

- Isolation Test : 3KV / 1 minute
» Input Current : 100A-5000A

» Secondary Current . bA

« Operating Frequency : 50/60 Hz

+ Instrument Security Factory . FS<b

» Rated Temperature : 75°C

» Storage Temperature : 28°C

+ Case . ABS
FEATURES:

» Small size and easy mounting

» Wide inner window for big cable or busbars
TP-23 + High accuracy

P2 TP-Series (Split Core)
[]
T . U Window Related Class Rated 91A1
2 (Model) Load Current (B)
J) 2.5VA 100/5 A CALL
Devices for centning
The: skt fsng 3.75VA 1.0 150/5 A CALL
TP-23 | 20X30 mm.
BVA 200/5 A CALL
BVA 250/5 A CALL
f BVA 1.0 250/5 A CALL
{1 5VA 1.0 300/5 A CALL
5VA 0.5 400/5 A CALL
TP-58 | 50X80 mm.
ol i 1 5VA 0.5 500/5 A CALL
ant r centning
the busbar fixing
5VA 0.5 600/5 A CALL
5VA 0.5 800/5 A CALL
5VA 600/5 A CALL
TP-88 | 80X80 mm.| 7.5VA 0.5 800/5 A CALL
g 10VA 1000/5 A CALL
, 10VA 1000/5 A CALL
ol 10VA 1200/5 A CALL
TP-812 | 80X120 mm. 0.5
10VA 1500/5 A CALL
% 10VA 1600/5 A CALL
f 15VA 2000/5 A CALL
1 15VA 2500/5 A CALL
TP-816 |80 x160 mm. | 15VA 0.5 | 3000/5 A CALL
/- 15VA 4000/5 A CALL
e iram
TP.816 15VA 5000/5 A CALL
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