
ลักษณะการใช้งาน :
» Archives and Museums
» Automotive 
» Chemical
» Consulting Engineers
» Data Centres
» Defence
» Electronics & Semi-conductors
» Food
» Water Damage Restoration
» Pharmaceutical
» Power Generation
» Recreation & Leisure
» Retail & Wholesales
» Shipbuilding and Marine
» Water & Waste water
» Other

ลักษณะการทำงาน :
เครื่องลดความชื้น ใช้สารดูดความช้ืนประเภทล้อที่เป็นของแข็ง    และทำงานโดยใช้กระแสอากาศ 

สองกระแส  กระแสท่ีมีขนาดใหญ่กว่าจะถูกนำไปดูดความช้ืนออก      และอีกกระแสท่ีเล็กกว่าใช้เพื่อ 

เปิดใบพัดของสารดูดความช้ืน  กระแสของอากาศท่ีมีขนาดใหญ่กว่าน้ีจะถูกเรียกว่า    PROCESS AIR   

ซ่ึงจะไหลผ่าน  Rotor    ที่หมุนอย่างช้าๆ อากาศน้ีจะถูกสารดูดความช้ืนท่ีนำมาใช้ทำใบพัดของ  Rotor  

ดูดซับความช้ืนออกทำให้อากาศท่ีออกจากเคร่ืองลดความช้ืนน้ีเป็นอากาศท่ีแห้ง  ทำให้สามารถนำเอา 

อากาศแห้งเหล่าน้ีไปใช้ประโยชน์ต่างๆได้

และเพ่ือนำความช้ืนท่ีจับตามตัวดูดซับความช้ืนออก กระแสอากาศขนาดเล็กกว่า ( REACTIVATION 

AIR ) ซ่ึงไหลสวนทางกับอากาศแห้งจะถูกทำให้มีอุณหภูมิสูงข้ึน   โดยการไหลผ่านขดลวดความร้อน 

ก่อนที่จะไหลเข้าไปในส่วนต่าง ๆ  ของ    Rotor    เพื่อให้ความช้ืนท่ีเกาะอยู่หลุดออกไปพร้อมกับมวล 

อากาศทำให้อากาศท่ีออกจากเคร่ืองลดความช้ืนในส่วนน้ีเป็นอากาศท่ีมีความช้ืนสูง และถูกปล่อยออก 

ไปยังบริเวณท่ีไม่ต้องการควบคุมความช้ืน
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High Efficiency and Reliability
• Desiccant dehumidification

– high efficiency, even below 0º C
• Advanced rotor technology

– high capacity with economic
operating costs

• Internally sealed rotor unit
– dehumidifies to low dewpoints

• Hard plastic rotor casing
– corrosion resistant construction

• Efficiently designed electrical
system – enhanced reliability

Easy Installation and Operation
• Advanced control panel

– diagnostic fault display eases
maintenance

• Remote display and automatic
control – increases installation
flexibility

• Humidistat control – optional
control of complete unit or
reactivation heater only

• Easily removed access panels
– fast installation and service

• Replaceable EU3 filter
– enhances air quality

• Unit requires minimal floor area
– allows installation in confined
spaces

• Duct connections conform to
ISO 7807 standards – simplifies air
duct installation

• Interchangeable front and back
panels – optional dry air installa-
tion
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          Model                 Process Air          Width(A)         Depth(B)          Height(C)        Diam.(D)         Diam.(E)             Weight
                                            m3/h                 mm.                 mm.                 mm.                  mm.                  mm.                    Kg.
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Performance and Reliability
• Desiccant dehumidification –

high efficiency, even below 0º C
• Applied rotor technology – high

capacity using minimal energy
• Reactivation heater choice

– economical operating costs
• Rugged A LUZINK ®  frame and

panels – corrosion resistant
construction

• Efficiently designed electrical
system – enhanced reliability

Installation and Operation
• Microprocessor based control

– system functions and operation
status display

• Base control – start/stop/
humidistat and diagnostic fault
display

• Remote automatic control and
display – adaptable to the
application

• Pressure and airflow test points
– built-in confidence

• Easily removed access panels
– fast installation and service

• Replaceable EU3 filter
– enhances air quality (optional
EU7 filter)

• Reinforced frame for fork-lifts
and cranes – eases installation
and service

• Unit requires minimal floor area
– allows installation in confined
spaces

• Duct connections conform to
ISO 7807 standards – simplifies air
duct installation

4

3

Re-
activa-
tion
air

Wet air

Process air

1

2

Dry air

3

4

1

2

MX 1500
MX 2100
MX 2700
MX 3700
MX 5000
MX 6200
MX 7600
MXT 2100
MXT 2800
MXT 5000
MXT 7500
MXT 9000
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          Model                 Process Air   Width(A)     Width(D)    Depth(B)     Height(C)        Dry Air             Wet Air               Weight
                                           m3/h           mm.              mm.             mm.             mm.              mm.                   mm.                    Kg.
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TECHNICAL DATA DT 160
Dehumidification capacity (+20oC, 60%RH) 0,6 kg/h
Dry air flow (at 85 Pa available ext. pressure)  160 m3/h
Wet air flow  40 m3/h
Power supply (230 V, 50 Hz)  1,0 kW
Weight  14 kg
Max noise level  57,5 dB(A)
Dimensions (lxwxh)  315 x 315 x 307 mm

TECHNICAL DATA DT 250
Dehumidification capacity (+20oC, 60%RH) 1,1 kg/h
Dry air flow (freeblowing)  290 m3/h
Wet air flow  80 m3/h
Power supply (230 V, 50 Hz)  1,4 kW
Weight  18 kg
Max noise level  61 dB(A)
Dimensions (lxwxh)  335 x 351 x 412 mm

TECHNICAL DATA DT 400
Dehumidification capacity (+20oC, 60%RH) 1,5 kg/h
Dry air flow (at 30 Pa available external pressure)  400 m3/h
Wet air flow (freeblowing)  120 m3/h
Power supply (230 V, 50 Hz)  2,3 kW
Weight  23 kg
Max noise level  62,2 dB(A)
Dimensions (lxwxh)  504 x 428 x 525,5 mm

TECHNICAL DATA DT 800
Dehumidification capacity (+20oC, 60%RH) 4,4 kg/h
Dry air flow (at 150 Pa available external pressure)  800 m3/h
Wet air flow (at 175 Pa available external pressure)  250 m3/h
Power supply (3x400 V, 50 Hz)  7 kW
Weight  80 kg
Max noise level  60 dB(A)
Dimensions (lxwxh)  1050 x 600 x 690 mm

TECHNICAL DATA DT 19000
Dehumidification capacity (+20oC, 60%RH) 120 kg/h
Dry air flow (at 440 Pa available external pressure)  19000 m3/h
Wet air flow (at 450 Pa available external pressure)  6000 m3/h
Power supply (3x400 V, 50 Hz)  207 kW
Weight  1700 kg
Max noise level  72 dB(A)
Dimensions (lxwxh)  2400 x 1900 x 2500 mm

TECHNICAL DATA DT 27000
Dehumidification capacity (+20oC, 60%RH) 182 kg/h
Dry air flow (at 400 Pa available external pressure)  27900 m3/h
Wet air flow (at 250 Pa available external pressure)  6980 m3/h
Power supply (3x400 V, 50 Hz)  309 kW
Weight  2400 kg
Max noise level  - dB(A)
Dimensions (lxwxh)  2900 x 2400 x 2500 mm
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