




Features

High calculate speed 512MB Large memory HMI system 

Flash Storage system

    Intelligence live application:used in hotels,villa,automatic control, 
support rich

tions.

Size

  Color

 Intensity

Hardware

LEVI8108

YYLY

02WEC NTECHN L GY

CP

Memory

Ethernet

10.2 inch

800*480

125.28

<10W

Display Capabilities:

Specifications:

External Interface:

High calculate speed Large memory system

HMI PRODUCTS

system, support centralized monitoring, data centralized processing. 

WECON HMI&PLC PRODUCTS CATALOG WEON HMI&PLC 
PRODUCTS CATALOG



Servo

PLC

Modbus

PC Inverter Inverter

Simple,easily use

Economic,compete

Service,safer

 Relible,at ease

PLC Function
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MAX 200K HSPPO

Two ndependent path,the max HSPPO is 200k
SupportPWM and Trapezoid acceleration and deceleration

Programming Ability 

Rich PLC instruction,compatible with brand PLC

Support off-line simulation, online simulation test

Support program encryption,protect intellectual rights

Rich extended function

Support extended IO&Analog quantity module

Support extendedCommunite&Temper module

Support extended  module max8(except IO)

RTC(Real-time Clock)
Support RTC,keep more than 3 years when power-off

Interrupt Function

X0~X5 6path input can use as Outer Interupter

3 indie Timter interupt

6 indie Counter interupt

High-speed Counting 
Hardware counting:2-path Max200KHz 1-path AB phase

Software counting:2-path100K,4-path10K,Total pulse 200Kh

Support 2path AB phase

Support MODBUS 

Support MODBUS RTU MASTER/SLAVE

Can communicate with inverter

High-speed  Operating
Basic instruction: 0.1us/ins

Apply instruction: 1us/ins

Rich Component

Timter:64-point

Auxiliary Relay:512-point

Counter:53-point

Data register:256-point

Status Register:128-point

Outer,Timter,Counter Interupter
Can make special operate when interupter

WECON PLC——Reliable,Simple,Economical,Multifunctional,
       Professional PLC on sale!

1~3 axle HSPPO max100KHz

ON:foreward OFF:Invert

Rotation direction output(DIR)

Servo amplifier/drive

Servo amplifier/stepping motor

Relay symbols method + SFC,Support interrupt mode。

Compatible with other PLC programming software, LAD program can be used directly

Wiring convenient, Simple operation

Support online Simulation test

Research and development HMI successful experience and mature channel let we have lower cost

Provide independent brand of HMI + PLC full solutions,More competitive

Good pre-sale service can Save more time

Use mature SoC Scheme Relible Scheme is the base of quality

Adopt High quality parts and quality control procedures,Make high-quality HMI

Simple inner Struture,Wiring convenient and reliable

256K ROM 16K EEPROM

USER LAD 16K step

2-path 100K,4-path 10K,Total Pulse 200Khz

Highspeed than Peer PLC: LD:0.1 us MOV: 1.5us

PLC PRODUCTS

Customise Special control equipment and solutions

Professional service team,timely service reduce the cost

Free offer mature solution in all kinds of industry , improve the pre-sale efficiency

Multifunction

Two COM Port RS422/RS485(optional)

CANOPEN Analog Extension Module

Can choose Transistor or Telay

Modbus or FX Protocol







Program SoftwareEquipment Support

Priting rendering

Printing rendering

Check the data via web 
browser of host

PLC with ethernet prot

Webserver function

MODBUS TCP/IP

Ethernet

MPI straight through
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Laser printer        USB

Apply in new energy vehicles,green energy charge 
pile,and other CAN device

CAN device SupportMedia Function 

Support Com miniature Printer
Support USB ESC Instruction-set Printer
Support Can print Data,Forms,Screen print

Printing Function 

Ethernet-based control device or plc,webserver 
HMI communicate with server by ethernet.

Ethernet

New Operating Screen

Bitmap Lab of Project

More adjust operate HMI

Software interface,adopt microsoft latest RIBBON UI technology 
Compare with traditional menu-style user interface
Ribbon have below advantages:

Screen shows APPLE style 

Almost limitless screen storage sapace.

Apple style menu,display style.

Abundant bitmaps and vectors,make the screen more easier.

Support template,have works of life typical application in 
template library.
Support user-defined screensaver picture.

Support JPG,BMP,GIF,PNG,and others format picture.

Vivid color,maximum reduce the distortion.

HMI PRODUCTS

Suppor Voice passive output,play alarm with different voice,
MP3
Video single(CVBS) input，can be in configuration state and
 monitoring state.

nr

All functions gather orderly,don't need to find cascading menu,toolbar.

Have more display space.

Abundant layout can help user to find the important,frequently-used functions.

Show the views after modify,like change the TXT format.



software functions

Serial port user-defined protocol and ethernet user-defined protocol 

Could set the content of protocol via software interface and configuration file,
make communication protocol no longer that stodgy.

Recipe function

Project parameter

Production deparment PC Technology deparment PC

WEBSERVER
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laptop client

data collect server

 firewall 

imitation screen  client side

 WEB publish server

internet

GPRS internet

GPRS  active testing RTU

GPRS Big user water meter RTU

GPRS flow pressure RTU

Phone

flowme

turbidimetric
 apparatus

liquid level 
sensor

residual chlorine 
 gauge

Project parameter project parameter

Open the web browser,such as IE,FIREFOX to visit HMI,can check 
out the data of PLC,HMI in web,revise and view production data,
data record,or alarm information.

Double words
floating
point 100 group 100 ingredient

Could check and monitor the device far hundreds 
of miles,even thousands of mile in the office.

Exquisite user interface appearance,abundent
metarials,make your project gorgeous.

Adopt new technology,improve the real-time,

12 screen security level,12 componnent level secret,make the
operation safe.
Need input the secret code once uploading the project,protect 
intellectual property utmostly.

Set the time,if no one touch screen,HMI will be locked,need enter 
password to unlock it.

Support 12 installment payment mode.

Reach the time of payment,notify customers for making payment.

Need to enter the secret code,or the hmi will be locked down.

Format of recipe file is adopt CSV format can 
be compatible with windows,convenient for editing.

Storage medium: SD card,U disk,Flash inside HMI,
no limitation in group number and ingredient 
number of recipe.

Support manually editing CVS file,can increase 
and delete assigned recipe file.

WECON develp the Multilink protocol.

Support HMI high speed interconnection.

Support one master screen,up to 255 slave 
screen,high speed communication between 
master and slave.

Support RS485 interconnection,also support 
ethernet interconnection.

WECON multi protocol can replace all PLC's 
protocol.

let you remote operate the device smoothly.

Have powerful,comprehensive function,can meet the
demand from all walks of life,simple to operate,
low cost.

.

uch the
screen within specified time,
system will automatically
close the backlight of screen
will automatically light up
once touching screen

Extend the life of backlight.

Set the screensaver picture 
as you like.

Support screensavers beautiful 
Flash animation.

sotware functions

Different levels permission,
keep your opreation and inforamtion safe.

Could check out your device in a variety of ways to
get the alarm and other important information.

database server

Support input and output of confuguration file,convenient for copy configuration file

Operating button need to be reconfirmed,protect it from wrong 
operation.

Switch interlock,don't allow interaction.

wecon HMI (Levi C)

Freely  import and export,could choose real-time
data according to PLC.



HMI

Provide alarm record,event record,storage after triggering.

Save data by CSV format,save as EXCEL,convenient for viewing.

Can upload data via serial port,ethernet.

Support SD card,U disk,support up to 4G SD card.

Data record
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OPENCAN

Support all can protocols

Provide high open editing interface of CAN frame,easy to set
your own CAN communication content.

Revise your CAN protocol communication content at any time,
make CAN communications more flexible.

CANOPEN

Common bus protocol of Industrial Controls,open,standard 
CAN high layer protocol

Support NodeGuarding,NMT,SDO and PDO

HMI PLC

Read data recordData record

Video input function

Extended function display 

Can extend video input port,support 
analog video signals input

Hardware features

7 inch,8 inch,10 inch 
come with 4G SD card

External micro 
printer

Scan gun Camera

Connect camera to real-time monitor,support 
4 line camera switching display.

Can transfer the data in SD card to U 
disk.
Freely provide data management software

easy to use.

Software can obtain record from HMI 
automatically( on the premise,HMI 
and upper pc have been connected)

HMI

File can generate trend chart and reports,
easy to view.

Use EDS editor set object Dictionary,easily and clearly map out a 
HMI commun

U disk storage 
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LEVI777A LEVI908TLEVI430T
HMI type

Display type

Color

Resolution

Displaying size

brightness ajust

4.3 inch

 TFT ture color

65536 color

480×272

95W ×54H m m

software adjust

8 inch 

TFT true color

65536 color

800×600

162.0W ×121.5 H m m

software adjust

7 inch

TFT ture color

65536 color

800×480

154.0W ×85.9H m m

software adjust

LED

50000 hours

selectable

Backlight

Backlight life

Dormancy

LED

50000  hours

selectable

LED

50000  hours

selectable

high precision resistance-typeTouch screen high precision resistance-type high precision resistance-type

C PU

video input

Power voltage

Power voltage range

Power comsumption

Work temperature

Protection grade

Shape size

Installation size

Certificates

400M H Z

optional

D C 24V

D C 12V~D C 28V

<5W

10 ~+60

IP65

212W ×146H×36D m m

192.0±0.5W ×138±0.5H m m

C E/FC C

400M H Z

/

D C 24V

D C 12V~D C 28V

<5W

10 ~+60

IP65

238.0W ×188.6H×47.4D m m

224.0±0.5W ×181±0.5H m m

C E/FC C

Serial port COM1)

Extended port (COM2)

Extended prot (COM3)

U SB H O ST

U SB D EVIC E

Ethernet

C A N D EVIC E O PEN

EMIF

Vidio output

Screen picture storage

DDR

400M H Z

/

D C 24V

D C 12V~D C 28V

<5W

10 ~+60

IP65

138.0W ×86.0H×37.0D m m

131.0±0.5W ×79.0±0.5H m m

C E/FC C

R S422/R S232/R S485(9 pins )

/

/

swift by software

Yes

/

/

U  disk

/

R S232C /R S422/R S485(9 pins)

R S232C /R S485(9pins)

optional

Yes

optional

optional

SD card

optional

Yes

R S232C /R S422/R S485(25 pins)

R S232C /R S485(9 pins)

optional

optional

optional

SD card

optional

Yes

FLA SH 128M

D D R II 64M

FLA SH 128M

D D R II 64M

FLA SH 128M

D D R II 64M

LEVI700L
7 inch

TFT ture color

65536 color

800×480

154.0W ×85.9H m m

software adjust

LED

50000 hours

selectable

high precision resistance-type

400M H Z

   /

D C 24V

D C 12V~D C 28V

<5W

10 ~+60

IP65

212W ×146H×36D m m

192.0±0.5W ×138±0.5H m m

C E/FC C

R S232C /R S422/R S485(9 pins)

/

/

/

/

/

/

FLA SH 128M

D D R II 64M

Series

HMI type

Display type

color

Resolution

Displaying size

Backlight

Backlight life

Touch screen

C PU

Video input

Power comsumption

Work temperature

Extended port

Extended port (COM3)

U SB H O ST

U SB D EVIC E

Ethernet

C A N D EVIC E O PEN

DDR

series

10.2 inch

 TFT ture color

65536 color

800*600

222.72W x 125.28mm

software ajust

LED

50000 hour

selectable

high precious resistance-type

/

D C 24V

D C 16V-28V

< 5W

10 ~ + 60

IP65

272.0W ×200.0H ×47.5D m m

260.0±0.5W ×179±0.5H m m

C E/FC C

R S232C /R S422/R S485(9 pins)

R S232C /R S485(9 pins)

optional

Yes

   Yes

SD card

optional

Yes

Yes

D D R III 256M

FLA SH 512M

LEVI8108(A8)

/

10.4 inch 

TFT ture color

65536 color

800×600

211.2W ×158.4H m m

software adjust

LED

50000 hours

selectable

high precious resistance-type

400M H Z

D C 24V

D C 12V~ D C 28.8V

< 10W

10 ~ + 60

IP65

299.0W ×222H ×54D m m

288.0±0.5W ×212±0.5H m m

C E/FC C

R S232C /R S422/R S485(25 pins)

R S232C /R S485(9 pins)

optional

optional

optional

 SD card

optional

Yes

Yes

FLA SH 128M

D D R II 64M

LEVI910TLEVI102A
10.2 inch

TFT ture color

65536 color

800× 480

219.6W 131.76H m m

software ajust

LED

50000 hours

selectable

high precious resistance-type

400M H Z

optional

D C 24V

D C 12V~ D C 28V

< 5W

10 ~ + 60

IP65

272.0W ×200.0H ×47.5D m m

260.0±0.5W ×179±0.5H m m

C E/FC C

R S232C /R S422/R S485(9 pins)

R S232C /R S485(9 pins)

optional

optional

optional

SD card

optioanl

Yes

Yes

FLA SH 128M

D D R II 64M

Yes

Yes

7inch new 
product

Yes

Brightness ajust

Dormanc

Power voltage

Power voltage range

Protection grade

Shape size

Installation size

Certificates

serial port

EMIF

Vidio output

screen picture storage

Display
configu
ration

Back
light

General
configu

ration

External
port

storage

(COM1)

(COM2)
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131.0 0 5± .

79
.0

0
5

±
.

LE V I430T installing size

LE V I908 installing size

LE VI 102A installing size

288.0 0 5± .

21
2.

0
0

5
±
.

54 0.
6 4.

21
1.

0
0

5
±
.

22
2.

0

286.0 0 5± .

299 0.

LE VI 910T installing size

224 0 5± .

85 4.

141 1.

38 9.
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4 5R-

6 5.
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41 5.
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LEVI700L installing size
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155

14
6
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13
8

0
5.
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LEVI8108(A8) installing size

272

4
5R-

13
3

5.
19

1
20

0

22347 5.
41 5.

8 5.
32 7.

17
8

259
4 5R-

Brand

D AN FO SS

D ELTA

H O LIP

IN VT

M ITSU BISH I

TAIAN

SIEM EN S

ERO

YU D IAN

W ID EPLU S

Changhui

Hongge

AD VAN TEC

ICPC O N

Baite

Donghui

Hongrun

Yaskawa servo

WECON communication protocol 

M O D BU S RTU

M O D BU S ASC II

M O D BU S TC P/IP

BAC N ET

C AN BU S

PRO FIBU S

Customize the protocol you need

Servo

Open communication protocol

Other

Inverter

Temperature controller/data acquisition

VLT series

VFD -B series

Whole

Whole

whole protocol

Whole series

Whole series

Whole series

Whole series

Freqrol-A500 series

Whole series

U SS protocol

ERO TFS/TH S/LFS

AIBU S protocol

W P protocol 

SW protocol

M ASTER/SLAVE

M ASTER/SLAVE

M ASTER/SLAVE

J1939/user-defined CAN protocol

MPI

ADAMS protocol 

installing size

Model/protocolBrand Model/protocol

C O M LI(Slave,Binary)

M icroLogix1000/1500

D VP series

D KG 2,EC 20 series

FB series

FBSseries

M O D BU S TC P/IP FPC /FEC series

N bseries

Series 90 C C M /SN P

EC /EH 2 series

Whole series

Whole series

FA-2J/M icro-3/M icroSm art

Whole series

KV series

D ELTA protocol

D irect protocal/k protocol

K200S/K300S,M ASTER-K10S

C S/C P protocol ,FNS protocol

Fp series

A series /FX1N /FX2N /Q series /FX 3U C

984 RTU SLAVE/M ASTER

N EZA /N AN O /TW ID O

Sharp JW series

S7-200/S7-300(PPI,M PI)

TP01/02/03 series

M 20/M 40/T1/T2 series

M /VB series

Whole series

FA-M 3 series

LX series

ABB

Allen-Bradley

D ELTA

Em erson

FAC O N

FATEK

FESTO

FU JI

G E FAN U C

H ITAC H I

H AIW ELL

H O LLYSYS

ID EC

IN O VAN C E

KEYEN C E

JETTER

KO YO

LG

O M RO N

Panasonic

M ITSU BISH I

M O D IC O N

SC H N EID ER

SH ARP

SIEM EN S

TAIAN

TO SH IBA

VIG O R

XIN JE

YO KO G AW A

WECON

P LC s

Supported device

LE V I777A installing size

HMI


